
Technical Datasheet

Level IT Smooth
High Strength Cementitious Smoothing & Levelling Underlayment
Screed Classification: CT-C35-F6

INFORMATION:
PROBOND® B490 FLEXI-GRIP is a high performance flexible adhesive with excellent initial grab 
and rapid strength build up. It is a high quality neutral elastic one-component, adhesive sealant. It 
is easy to apply, with good nip-off qualities, saving time and wastage. The adhesive can be 
applied to absorbent and non-absorbent surfaces, and is suitable for use over underfloor heating 
systems.

USES:
Ideal for bonding virtually all construction and building materials to most surfaces. Due to its high 
bond strength and its plasticiser resistance, it is ideal for applications such as stair nosings, 
gripper, metal trims and PVC trims (such as coving), skirting and capping. 

Not recommended for Polypropylene, Polyethylene, PTFE and bituminous substrates. 

Pre-test prior to use.

FEATURES:

Hand-Fast
20 mins

Pumpable

Exterior / 
Interior Use

B490 
FLEXI-GRIP

GRAB ADHESIVE

 Easy to manipulate
 Excellent initial grab
 Fast build-up of strength with thin adhesive 

layer on porous substrates
 Very high final strength
 Great extrudability
 Plasticiser resistant
 Good adhesion to most common 

substrates, even on slightly wet substrates
 Permanent elastic after curing
 Can be painted with water based systems
 Good colour stability, weather and UV 

resistance

Multi-
surface



HANDLING & STORAGE CONSIDERATIONS:

For best results the adhesive should be used at 
temperatures between 5ºC - 35ºC. 

PROBOND® B490 FLEXI-GRIP needs to be 
stored in a dry storage environment, with a 
temperature between 10ºC - 25ºC, 

DISPOSAL CONSIDERATIONS:

The PROBOND® B490 must be disposed of 
safely, in accordance with Local Authority 
requirements. Do not discharge into drains or the 
environment.

RECOMMENDATIONS:

We recommend that you view the Material Safety 
Data Sheet (MSDS) for further information on the 
product before use. 

Probond Products
Sutton Court, Sutton Lane, Langley, SL3 8AR
www.probondproducts.com
01753 597 750
sales@probondproducts.com

METHOD OF USE:

Ensure all surfaces are sound and free from grease, dust 
and contamination. Use a suitable caulking gun to apply 
the adhesive in straight linear beads (not zig-zag) to one 
of the surfaces only, pressing firmly with a sliding motion 
to allow an even spread of adhesive. Allow approximately 
1 hour after fixing before applying any tension or traffic to 
the bonded materials. However, the installation must be 
checked prior to this to ensure there is sufficient 
adhesion.

 PROBOND® B490 FLEXI-GRIP is paintable with most 
water-based paints. We strongly suggest a 
compatibility test before application

 PROBOND® B490 FLEXI-GRIP can be used for 
bonding of natural stone, but it cannot be used as a 
joint sealant on this type of surface. PROBOND® 
B490 FLEXI-GRIP can therefore only be used on the 
bottom of natural stone tile

 When applying, make sure not to spill any sealant on 
the surface of materials

 Usage Technical Data:
Curing system: Moisture curing
Skin formation: Ca. 5mins
Elastic recovery (ISO 7389): > 75%
Max. tension (DIN 53504): 3,80 N/mm
Elasticity modus 100% (DIN53504): 3 N/mm²
Adjustable until: Ca. 5 mins
Application temperature: 5 °C to 35 °C
Temperature resistance: -40 °C to 90 °C

B490 
FLEXI-GRIP GRAB ADHESIVE 

CHEMICAL RESISTANCE:

Good resistance to water, aliphatic solvents, 
hydrocarbons, ketones, esters, alcohols, diluted 
mineral acids and alkalis and (salt) water. Poor 
resistance to aromatic solvents, concentrated acids 
and chlorinated hydrocarbons.
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